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This invention relates to display stands'de- 
signed to carry articles for display as well as 
for dispensing. 
One of the objects of this invention is to 
provide a display stand of the character de- 5 
scribed, which is simple in construction, effective 
in its operation, and economical to manufacture. 
Further objects will appear from the detail 
description, taken in connection with the ac- 
companying drawings, in which it will be shown 10 
and described an illustrative embodiment of this 
invention; it will be understood, however, that 
this invention is susceptible of various embodi- 
ments within the scope of the appended claim. 
In the accompanying drawings: 15 
Figure 1 is a front elevation of a disp]ay stand, 
embodying this invention; 
Figure 2 is a side elevation; 
Figure 3 is a rear elevation; 
Figure 4 is a side elevation showing the stand 20 
collapsed; 
Figure 5 is a section on the line 5--5 of 
Figure 2; 
Figure 6 is a section on the line 6-- of 
Figure 2; and 25 
Figure 7 is a perspective view. 
Generally stated, and in accordance with an 
illnstrative embodiment of this invention, the 
disp]ay stand comprises a frame and one or more 
article supporting trays mounted on the frame. 30 
Each of these trays bas one or both sides up- 
standing, and bas.an upstanding front. The 
tray is arranged to slope either forwardly, or 
extend horizontally. The upper tray is mounted 
to swing upwardly, so as to permit placement of 35 
the articles on the lower tray. The frame of 
the display stand is composed of uprights, con- 
nected to move from extended to collapsed po- 
sitions, and the tray or trays is or are a]so 
mounted on the frame to move from extended 40 
to collapsed positions. 
Referring to the accompanying drawings, the 
display stand comprises a frame composed of 
uprights arranged in pairs, 10 and I! pivotally 
connected at the top by rivets or screws 2. The 45 
uprights 6 are connected at the top by a plate 3, 
which may be dished as shown at 14 to provide 
for strength, and which may be provided with 
an advertising designation as shown. These 
uprights 10 are also connected by braces 15. 5O 
The uprights ! are connected at the bottom 
by a brace ! 6 and by a pair of braces or cross-bars 
7. One or more articles supporting trays 16 
are provided, and each of these trays is in the 
form of a plate having one or more upstanding 55 

2 
sides 19, and an upstanding front 29. The up- 
standing sides may be formed of inverted U shape 
as shown in Figure 6 to provide extended legs or 
flanges 2, arranged to test upon the brace 7, 
while the bottom of the plate may also be rein- 
forced with charmels 22 or the like. The up- 
rights 0 are provided with one or more inwardly 
projecting pins 23, passing through the flanges 
2! at the upper end of the tray so as to pivot 
the tray thereon. When the tray is pivoted on 
the upper of the pins 23, and so as to test on 
the brace 17, the tray will incline forwardly as 
shown in Figures 1, 2 and 7; when, however, 
the tray is pivoted on the lower of the pins 23 
the trays will be horizontal. Either of the trays 
may be swung upwardly on the pins 23, whether 
horizontal or vertical. The bottoms of each pair 
of uprights are connected by links 24, pivoted 
on the uprights and pivoted together af 25, with 
a stop 26 on one link engaging the other link 
when the frame is in extended position as shown 
in Figures 2 and 7. When, however, the links 
2 are moved upwardly to the position shown 
in Figure 4, the entire frame will be collapsed 
with the trays 8 also moved to collapsed po- 
sition even against the frame. The entire struc- 
ture may be ruade of sheet metal, and connected 
by means of screws or rivets, so as to permit 
ready assembling or dissembling. 
The trays 6 provide means for holding any 
suitable vendable article such as cases 27, pro- 
vided with handles 26 and containing bottles 
29. In order to facilitate placing of the cases 
in position on the lower tray, this can be fa- 
cilitated by raising the upper tray and first filling 
the lower tray, when the upper tray can also be 
fllled. The cases wil] be held laterally on the 
tray by the upstanding sides 9, and will be re- 
tained on the support against downward more- 
ment by the upstanding front 20. When a case 
at the lower end of a tray is taken off, it can 
be done by moving it vertically; the next case 
higher up will slide down to take its place against 
the upstanding front 20. Where it is desired that 
the trays be arranged horizontally, this can be 
accomplished by moving the upper end of the 
tray downwardly to engage the lower pins 23. 
It will thus be seen that the invention ac- 
complishes its objects. A display stand is pro- 
vided which is simple in construction and ef- 
fective in its action. The articles or goods are 
effectively displayed, and can be readily iemoved 
and ieplaced. Moleovei, the entire display stand 
can be collapsed so as to be ieadily moved from 
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place to place, and so that it can be readily 
shipped. 
Having thus described the invention, what is 
claimed and desired to be secured by Letters 
Patent is:  
A display stand, compriing, a frame having 
a cross-bar, a sheet metal tray mounted on said 
frame and having upstanding sides, said sides 
being inverted J-shaped in cross section, the 
outer leg of each J being extended to engage l0 
sald cross-bar in order to form supporting flanges 
for said tray. 
JOHN F. GALVIN. 
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